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SECTION A-A

CONDUIT DUCT BANK INSTALLATION AT SHOULDER DRAINAGE STRUCTURE LOCATIONS

STATE PROJECT NUMBER SHEET | TQTAL
GA. CM-285-I3771) 88 | 258

SCALE

AT DRAINAGE STRUCTURE LOCATIONS WITHIN THE EXISTING SHOULDER, THE
CONTRACTOR SHALL HAVE 3 OPTIONS FOR DUCT BANK INSTALLATICN.

. THE TOTAL COST FOR THE OPTION CHOSEN BY THE CONTRACTOR SHALL BE

INCLUDED IN THE PRICE BID FOR CONDUIT DUCT BANK.

. OPTION A: BORE OVER EXISTING DRAIN PIPE, CONTRACTOR MUST

MAINTAIN A MINIMUM OF 18"DEPTH AND MIN OF G6"CLEARANCE FROM EXISTING PIPE.

OPTION B: BORE UNDER EXISTING DRAIN PIPE, CONTRACTOR MUST MAINTAIN MINIMUM
6" CLEARANCE UNDER DRAIN PIPE,

OPTION C: BORE UNDER EXISTING DRAINAGE STRUCTURE, CONTRACTOR MUST MAINTAIN
A MINIMUM i2” CLEARANCE FROM THE BOTTOM OF THE STRUCTURE.
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